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Titanium 
Acrylic Wall Primer 

PRODUCT 

IMAGE 

 

SIZES 

5 gallons 
1 gallon 
 

FINISH 

Flat  0-5% @ 
Geometry 60º 
 

COLOR 

White 
 

Basic Uses: 100% acrylic for interior/exterior surfaces 

DESCRIPTION 

 c  
 i   
r  
 
  I  
      
surfaces. s  
  
   
     
  
   
  s 
     
  e  
    
 
.
 
   
   
    e 
   
  
   
   
   
  l 
 
                                                                       
             

APPLICATION 

All surfaces should be sound, clean and 
free of oil, grease, loose or peeling paint, 
and other foreign substances  
   
  
    
   e 
   
     
   
 
 
THINNING: 
Not normally recommended, but if 
necessary, add water up to 1/2 pint per 
gallon.  Do not mix with solvent or solvent 
thinned paints. 
 
DRYING TIME:  
To touch: 10-15 minutes 
To recoat: 1 hour 
 
COVERAGE:  
350-400 sq. ft. per gallon, depending on 
surface texture and porosity 
 
PRECAUTIONS 

Do not apply if temperature of air or 
surface is below 50ºF (10ºC).  Harmful if 
swallowed. Contains Acrylic Resin. In 
case of eye contact, flush thoroughly 
with water. Do not rub eyes. In case of 
skin contact, flush area immediately 
with clean water. Do not take internally.  
Close container after each use.  

TECHNICAL DATA 

VISCOSITY: 85-95 KU'S (KREBS-STORMER)  
FLASH POINT: Non-flammable  
SOLIDS (WEIGHT): 56%   
SOLIDS (VOLUME): 39% 
EMULSION: 100% Acrylic 
DRY FILM THICKNESS: At a rate of 125 
ft2/gal: 4 mil dry, 1.4 mils wet 
 

KEEP OUT OF THE REACH OF 
CHILDREN! 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


